Model: 5150
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Features

12" Discharge Chute

3 Point Weigh System

1 - Slide Plate Square Cut Auger
Tungsten Carbide Coated Knives
Welded Mixing Chamber
Structurally Reinforced Frame
Heavy Duty Chain Drive System
Heavy Duty Hubs

Heavy Duty Single Straight Axle
Mix Viewing Window

2 - Restrictor Blades

Adjustable Cast Hitch

Torque Limiting Clutch Protection
Central Greasing Bank

Warranty 5yr Frame |

4yr Weigh System | 1yr Entire Mixer

JMR

Right Center Side
Left Center Side
Right & Left Center Side

Standard Axle w/
2-18 Ply Tires

Slide Plate Auger
- 1/2" flighting

Included

Included

JAY-LOR

Options
DG500 Scale System

#6 PTO 540 rpm -Upgrade PTO not available

Included
Included

12" Plastic Extension Hay Retention Only -Not Installed

Spare Tire & Rim - 18 Ply each

Safety Chains

12V Electric Diverter Valve

See DG & Weightronix Sheet for additional options

Specifications

Capacity No Extension / Dung tich bé trén
With 12" Extension/ Dung tich bé trén gia ting
Weight / Khéi lwgng may

Height / Chiéu cao may

Length / Chiéu dai may

Drum Width / Chiéu réng may

PTO Speed / Téc do quay truc PTO

Min. HP Requirement / Céng suat may kéo
Auger Speed / Téc dé quay truc trén
Number of Knives / S6 lwong lwdi dao
Auger Flighting Thickness

Discharge Height / D6 cao cira xa

Door Opening Width / D6 réong ctra xa

Floor Thickness
Drum Wall Thickness
Standard Tire

Wheel Assembly

155ft° | 4.4m>
200ft’ | 5.7m’
4,300Ibs | 1,950kg
86in | 2.2m*

140in | 3.6m
76.5in | 1.9m
540rpm

35hp

41rpm
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1/2in | 13mm

35in | 88.9cm

25in | 63.5cm
1/2in | 13mm

1/4in | 6Bmm
10.0/75-15.3 18 PLY (.



